§264.254

Monthly thereafter, as long as the flow
rate in the leak detection system ex-
ceeds the action leakage rate, the
owner or operator must submit to the
Regional Administrator a report sum-
marizing the results of any remedial
actions taken and actions planned.

(c) To make the leak and/or remedi-
ation determinations in paragraphs (b)
3), (4), and (b) of this section, the
owner or operator must:

(1)(i) Assess the source of liquids and
amounts of liquids by source,

(ii) Conduct a fingerprint, hazardous
constituent, or other analyses of the
liquids in the leak detection system to
identify the source of liquids and pos-
sible location of any leaks, and the
hazard and mobility of the liquid; and

(iii) Assess the seriousness of any
leaks in terms of potential for escaping
into the environment; or

(2) Document why such assessments
are not needed.

[57 FR 3489, Jan. 29, 1992]

§264.254 Monitoring and inspection.

(a) During construction or installa-
tion, liners (except in the case of exist-
ing portions of piles exempt from
§264.251(a)) and cover systems (e.g.,
membranes, sheets, or coatings) must
be inspected for uniformity, damage,
and imperfections (e.g., holes, cracks,
thin spots, or foreign materials). Im-
mediately after construction or instal-
lation:

(1) Synthetic liners and covers must
be inspected to ensure tight seams and
joints and the absence of tears, punc-
tures, or blisters; and

(2) Soil-based and admixed liners and
covers must be inspected for imperfec-
tions including lenses, cracks, chan-
nels, root holes, or other structural
non-uniformities that may cause an in-
crease in the permeability of the liner
or cover.

(b) While a waste pile is in operation,
it must be inspected weekly and after
storms to detect evidence of any of the
following:

(1) Deterioration, malfunctions, or
improper operation of run-on and run-
off control systems;

(2) Proper functioning of wind dis-
persal control systems, where present;
and
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(3) The presence of leachate in and
proper functioning of leachate collec-
tion and removal systems, where
present.

(c) An owner or operator required to
have a leak detection system under
§264.251(c) must record the amount of
liquids removed from each leak detec-
tion system sump at least once each
week during the active life and closure
period.

[47 FR 32359, July 26, 1982, as amended at 50
FR 4514, Jan. 31, 1985; 50 FR 28748, July 15,
1985; 57 FR 3489, Jan. 29, 1992]

§264.255 [Reserved]

§264.256 Special requirements for ig-
nitable or reactive waste.

Ignitable or reactive waste must not
be placed in a waste pile unless the
waste and waste pile satisfy all appli-
cable requirements of 40 CFR part 268,
and:

(a) The waste is treated, rendered, or
mixed before or immediately after
placement in the pile so that:

(1) The resulting waste, mixture, or
dissolution of material no longer meets
the definition of ignitable or reactive
waste under §261.21 or §261.23 of this
chapter; and

(2) Section 264.17(b) is complied with;
or

(b) The waste is managed in such a
way that it is protected from any ma-
terial or conditions which may cause it
to ignite or react.

[47 FR 32359, July 26, 1982, as amended at 55
FR 22685, June 1, 1990]

§264.257 Special requirements for in-
compatible wastes.

(a) Incompatible wastes, or incom-
patible wastes and materials, (see ap-
pendix V of this part for examples)
must not be placed in the same pile,
unless §264.17(b) is complied with.

(b) A pile of hazardous waste that is
incompatible with any waste or other
material stored nearby in containers,
other piles, open tanks, or surface im-
poundments must be separated from
the other materials, or protected from
them by means of a dike, berm, wall, or
other device.
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